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vented heater for furnishing warmed 
air to the space in which it is installed. 
The vented room heater supplies heat-
ed air circulated by gravity or by a fan 
directly into the space to be heated 
through openings in the casing. 

Vented wall furnace means a self-con-
tained vented heater complete with 
grilles or the equivalent, designed for 
incorporation in, or permanent attach-
ment to, a wall of a residence and fur-
nishing heated air circulated by grav-
ity or by a fan directly into the space 
to be heated through openings in the 
casing. 

Voltage range means a band of oper-
ating voltages as marked on an incan-
descent lamp, indicating that the lamp 
is designed to operate at any voltage 
within the band. 

Wall electric heater means an electric 
heater (excluding baseboard electric 
heaters) which is intended to be re-
cessed in or surface mounted on walls, 
which transfers heat by radiation and/ 
or convection (either natural or forced) 
and which includes forced convectors, 
natural convectors, radiant heaters, 
high wall or valance heaters. 

Water closet means a plumbing fixture 
that has a water-containing receptor 
which receives liquid and solid body 
waste, and upon actuation, conveys the 
waste through an exposed integral trap 
seal into a gravity drainage system, ex-
cept such term does not include fix-
tures designed for installation in pris-
ons. 

Water heater means a product which 
utilizes oil, gas, or electricity to heat 
potable water for use outside the heat-
er upon demand, including— 

(a) Storage type units which heat and 
store water at a thermostatically con-
trolled temperature, including gas 
storage water heaters with an input of 
75,000 Btu per hour or less, oil storage 
water heaters with an input of 105,000 
Btu per hour or less, and electric stor-
age water heaters with an input of 12 
kilowatts or less; 

(b) Instantaneous type units which 
heat water but contain no more than 
one gallon of water per 4,000 Btu per 
hour of input, including gas instanta-
neous water heaters with an input of 
200,000 Btu per hour or less, oil instan-
taneous water heaters with an input of 
210,000 Btu per hour or less, and elec-

tric instantaneous water heaters with 
an input of 12 kilowatts or less; and 

(c) Heat pump type units, with a 
maximum current rating of 24 amperes 
at a voltage no greater than 250 volts, 
which are products designed to transfer 
thermal energy from one temperature 
level to a higher temperature level for 
the purpose of heating water, including 
all ancillary equipment such as fans, 
storage tanks, pumps, or controls nec-
essary for the device to perform its 
function. 

Water use means the quantity of 
water flowing through a showerhead, 
faucet, water closet, or urinal at point 
of use, determined in accordance with 
test procedures under Appendices S and 
T of subpart B of this part. 

Weatherized warm air furnace or boiler 
means a furnace or boiler designed for 
installation outdoors, approved for re-
sistance to wind, rain, and snow, and 
supplied with its own venting system. 
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EDITORIAL NOTE: For FEDERAL REGISTER ci-
tations affecting § 430.2, see the List of CFR 
Sections Affected, which appears in the 
Finding Aids section of the printed volume 
and on GPO Access. 

Subpart B—Test Procedures 

§ 430.21 Purpose and scope. 

This subpart contains test procedures 
required to be prescribed by DOE pur-
suant to section 323 of the Act. 

§ 430.22 Reference Sources. 

(a) Materials incorporated by ref-
erence.—(1) General. The following 
standards which are not otherwise set 
forth in Part 430 are incorporated by 
reference and made a part of Part 430. 
The standards listed in this section 
have been approved for incorporation 
by reference by the Director of the 
Federal Register in accordance with 5 
U.S.C. 552(a) and 1 CFR Part 51. The 
specified versions of the standards are 
incorporated, and any subsequent 
amendment to a standard by the stand-
ard-setting organization will not affect 
the DOE test procedures unless and 
until those test procedures are amend-
ed by DOE. 
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